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Eye Protection
Sightgard Goggle Line

Respirator GogglesSoftframe Single Lens Goggles
Softframe Goggles effectively fit most facial
contours. Large, one-piece, .060-inch-thick
polycarbonate lens provides wide,
undistorted field of vision. Optional 
Anti-Fog Coated Lenses are available for
work involving high humidity, temperature
changes or greater worker exertion. The
scratch-resistant coating is unaffected by
most organic solvents, ammoniacal and
alkaline detergents.

Clearvue® 200 Goggles

Softframe 4-vent Respirator
Goggles by MSA are specially
con struct ed to wear with 
MSA respirators and have 
a .060-inch-thick anti-fog 
clear lens.

Wire Screen Goggles feature a 
clear nonvented frame, wire lens, 
and elastic headband.

Goggle Retainers

Sturdy neoprene-rubber accessory can be
used with any protective cap or hat. Retains
goggle on headwear when not in use and
holds goggle securely when worn for eye
protection. MSA goggle retainers are
manufactured for use with MSA goggles
ONLY in order to comply with ANSI/
ISEA Z87.1. 

Sightgard Single Lens Goggles
Type Frame Color Frame Style Lens Type Headband Part No. Z87.1

Clearvue 200 clear indirect vent anti-fog elastic 696776* impact

Softframe clear perforated standard elastic 695847 impact

Softframe clear perforated anti-fog elastic 695850 impact

Softframe clear 4-vent standard elastic 695848 impact

Softframe clear 4-vent anti-fog elastic 695851 impact

Softframe clear nonvented anti-fog elastic 695852 impact

Wire Screen N/A nonvented wire elastic 695932 basic, non-impact protector

Respirator clear 4-vent anti-fog elastic 461027 impact

Rubber Frame clear 4-vent acetate standard rubber 791072 impact

Goggle Retainers (excludes goggles)

Goggle Retainer, for caps 459458

Goggle Retainer, for hats 449895

Rubber Frame Goggles

*Meets CSA Z94.3.

These goggles feature an integrated-
frame design and a flexible, rolled-in
cushion at the temples which 
provides comfort without tension 
or pressure points. 

For use where fine dust in 
high-velocity concentration
is a problem. 

Approvals
Except as noted, all goggles meet ANSI/ISEA Z87.1 impact requirements.

Wire-Screen Goggles

Basic, non-impact goggles should never be worn where an “Impact
Protector” is required. A hazard assessment should be done before using
these types of protectors.




