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FOR DAISY—CHAIN (SERIES) WIRING OF ZGARD S SENSORS TO AN MSA ZGARD C SERIES CONTROLLER AS SHOWN HERE,

EACH SENSOR MUST BE UNIQUELY ADDRESSED VIA JUMPERS ON SENSOR CIRCUIT BOARD.

ZGARD C SERIES CONTROLLER
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1. DIMENSIONS SHOWN IN INCHES

)

CABLE LENGTH VS. SIZE (AWGH)
CABLEEEENGTH SNEEégRFS 4 | 6| 8 10|12 |14 16
1 70 500 AWG # | 22| 22|22 |22|22]|20] 20
501 TO 1,000 AWG # | 22|20 |20 |20 |18 |18 18
1,001 TO 1,500 AWG # | 20|18 |18 |16 |16 |16 | 16
1,501 TO 2000 AWG # |18 |16 | 16 | 14 |14 | 14 | 14
SUGGESTED CABLE
GAUGE 4—WIRE SHIELDED
(AWGH) CABLE
22 ALPHA WIRE 5504
20 ALPHA WIRE 5514
18 ALPHA WIRE 5524
j 16 ALPHA WIRE 5534
© 14 ALPHA WIRE 5544
NOTES:

(MILLIMETERS).
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CUSTOMER’S TRANSFORMER
(REQUIRED FOR ISOLATION)

24V A.C. POWER CONNECTION

ZGARD S SENSOR
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COMMON
COMMERCIAL EQUIPMENT
INCLUDING
PLC, DCS OR
BUILDING ENVIRONMENTAL
AUTOMATION SYSTEMS

24V D.C. POWER CONNECTION

ZGARD S SENSOR

B2

3—WIRE SHIELDED CABLE

COMMON
COMMERCIAL EQUIPMENT
INCLUDING
PLC, DCS OR
BUILDING ENVIRONMENTAL
AUTOMATION SYSTEMS
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ZGARD DS SENSOR

CARBON MONOXIDE SENSOR

ZGARD C SERIES CONTROLLER
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ZGARD DS SENSOR

ZGARD DS SENSOR

ZGARD C SERIES CONTROLLER
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SUPPLIED AND INSTALLED BY OTHERS

FOR DAISY—CHAIN (SERIES) WIRING OF ZGARD DS SENSORS TO AN MSA ZGARD C SERIES CONTROLLER AS SHOWN HERE,
EACH SENSOR MUST BE UNIQUELY ADDRESSED VIA JUMPERS ON SENSOR CIRCUIT BOARD.
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CABLE LENGTH VS. SIZE (AWGH)
CABLEEEENGTH SNECN"SOOFES 4 16| 8 |10]12]14]18
170 500 AWG # |22 | 22|22 |22]22]20] 20
501 TO 1,000 AWG £ |22 | 2020|2018 18] 18
1,001 70 1,500 | AWG # |20 |18 |18 |16 | 16 | 16 | 16
1,501 TO 2000 | AWG # |18 |16 |16 | 14 |14 | 14 | 14
SUGGESTED CABLE
GAUGE 4—WIRE SHIELDED
(AWGH) CABLE
22 ALPHA WIRE 5504
20 ALPHA WIRE 5514
18 ALPHA WIRE 5524
16 ALPHA WIRE 5534
14 ALPHA WIRE 5544
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CUSTOMER'S TRANSFORMER
(REQUIRED FOR ISOLATION)
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COMMON
COMMERCIAL EQUIPMENT
INCLUDING
PLC, DCS OR
BUILDING ENVIRONMENTAL
AUTOMATION SYSTEMS
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CABLE LENGTH VS. SIZE (AWGH#)

CABLE LENGTH GAUGE
FEET (AWG#)
1 70 5,000 18

SUGGESTED CABLE

GAUGE 3—WIRE SHIELDED | 2—WIRE SHIELDED
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18 ALPHA WIRE 5523 | ALPHA WIRE 5522
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